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  AIR CANNON
 TANK Ø 5"

 

Valve AE1818B
WITH PILOT GROUP 
Standard tanks with a valve mounted in one of the bottoms, suitable
for hoppers or small filters

 

PRODUCT CERTIFICATIONS
STANDARD

         

  
OPZIONALI

                        
   

TANK TECHNICAL FEATURES

Features Valori

Header Design Pressure Max 8 Bar

Header Volume 5L

Carbon Steel PED Design Temperature -20°C ; +70°C

Stainless Steel Header PED Temperature -40°C ; +100°C

Header Standard Color For Carbon Steel RAL 5012

VALVE TECHNICAL FEATURES

Features Values

Out OUT 3/4"

Working Pressure 1,5-8 bar

Standard Temperature Range -40 °C ; +100 °C

High Range Temparature -20 °C ; +200 °C

Kv 13 m^3/h

Weight 0.46 kg

Protection Level IP65
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VALVE TECHNICAL FEATURES

Features Values

Air quality classes ( ISO 8573-1)

For Solid 2

For Water with T > +3°C 4

For Water with -20°C < T < +3°C 3

For Water with -40°C < T < -20°C 2

For Oil 1

DIMENSIONAL LAYOUT
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CONSUMPTION GRAPHS


